
Fixed Throat:  3⅛" Reach
7⅞" Height (Envelope)

Most Economical / T-Handle
Weight:  1.5 lbs

5501
Pop in clamp for  
tables w/ 16mm holes.



Fixed Throat:  4¾" Reach
11¼" Height (Envelope)

Heavy Duty  / T Handle
Weight:  3.5 lbs

5502
Pop in clamp for  
tables w/ 16mm holes.



ADJUSTABLE THROAT:   
1½" to 5" (Reach)
7⅞" Height (Envelope)

Heavy Duty / T-Handle
Weight:  3.8 lbs

5503
POP-ADJUST™ clamp for 
tables w/ 16mm holes.



Weight:  .05 lbs

5500
Replacement Screw for 
POP-ADJUST™ CLAMPS   
5503 and 5504.



ADJUSTABLE THROAT:   
1½" to 5" (Reach)
11¼" Height (Envelope)

Heavy Duty / T-Handle
Weight:  4.3 lbs

5504
POP-ADJUST™ clamp for 
tables w/ 16mm holes.



1" Diameter x 2¾" Height
Weight:  1 lb

5507
Pop in clamp for  
horizontal clamping.
Has steel knob to  
advance spindle.



5⅞" Long with 3 holes and  
a slot for adjustability

13⁄16" width x ½" thick
Weight:  .8 lb

5601
Straight Edge stop for 
tables with 16mm holes.



3½" Long and High -  
1 leg w/ slot / other leg w/ 3 holes

Weight:  .8 lb

5602
Right Angle Bracket  
used on tables w/ 16mm 
holes.



2" Diameter x 2" Height 120 Degree Angle

5605
V-Block - pops in tables 
w/ 16mm holes. Holds 
tubes or pipes (round 
material).



1⅜" Diameter x 1⅝" Height 90 Degree Angle

5606
V-Block - pops in tables 
w/ 16mm holes. Holds 
tubes or pipes (round 
materials).



1⅛" Diameter x 2⅞" High Weight:  .5 lbs

5607
Locator Pin pops in  
tables w/ 16mm holes.
Grooved for easy  
handling. Stackable.



1⅛" Diameter x 2⅞" High Weight:  .5 lbs

5608
Locator Pin pops in  
tables w/ 16mm holes.
2 flat sides for better 
clamping force.
Stackable.



Knurled Head / Weight: .27 lbs 
¾" to 1¼” range of connection

5656
Fast and Easy holding  
device from 1 side of  
table. Connects 2  
accessories together  
or Connects 1 accessory 
to the tabletop.



Weight: .2 lbs

5657
Flat Sided Locating Pin 
- pops in tables w/ 16mm 
holes. Used with Ball lock 
bolts as an economic  
alternative to using  
multiple ball lock bolts.



Weight: .1 lbs

5655
Hex Wrench used with 
5656 Ball Lock Bolt for 
tightening.


